END WALL
TOE OF FiLL iy :
~———CULVERT — — :\
%L d DISCHARGE TO CONFINED
n — CHANNEL SECTION
. > Rock Sizes No
NDOR ROCK SIZE | ROCK SIZE | 100% of Rock | 50X of Rock Yore Than 10
/' '\ DESIGNAT ION Dsp D max Sizes Passing | Sizes Passing less Than ’
Type A 077 Tt 1.28 Tt 154.3 Lbs. 33.0 Lbs. 2.2 Lbs. A=
. TOE OF FILL La= 40" MIN.
E/LEVN/EEH% A6F€ A//NE/%XN K/AZ - Type B 102 1t 16l ft 3086 Lbs. 77.2 Lbs. 4.4 Lbs.
R S 2 POST SPACING Type C 128 11 | 2se ft 6944 Lbs. 154.3 Lbs. 0 Lbs. PLAN VIEW
FLOW Broken Corcrete | 110 f1 188 ft Weight approx 100 Ibs/cu.ft.
. Limestone,Quartzite or other hard stone clean of debris
2. Rock shall have a density of aft least 140 |b/CF TOP OF CHANNEL
SILT FENCE CULVERT INLET PROTECTION 3. Each piece shall have no dimension greater than 3 times Its least dimension \ \ TOP OF RIP-RAP
4. Rock size fo be chosen by evalualing the appropriate outlet parameters
5. Broken concrete must be clean of debris and contain no asphalt DOWNST REAM FILTER FABRIC
CHANNEL INVERT MUST EXTEND
0 SLOPE \ AT LEAST &'
S —_ e ‘ FROM END OF APRON
] SLOPE POSITIVE
FILTER F ABR/C/ . \ TO DRAIN
CURB MD GUTTER LINER 3 MINIMUN DEPTH
Lo 2"RIVER STONE
= INLET GRAVEL s ELEVATION
UO\\ b -
‘ ~—— WIRE MESH
GRAVEL |70, STORM SIDE SLOPES TO VARY FROM 2
WIRE MESH DigAIN
WiITH FABRIC AT PIPE OUTLET TO THE
EXISTING CHANNEL SLOPE AT

5" OPENINGS

GRAVEL CURB INLET SEDIMENT FILTER

6" MAXIMUM SPACING
OF 2'X 4'"SPACERS

2" X 4" ANCHORS

NOTE:

REFER TO CHAPTER & AND 9 OF THE CITY OF
LINCOLN DRAINAGE CRITERA MANUAL FOR MORE
INFORMATION ON SEDIMENT AND EROSION CONTROL MEASURES

2" STONE GRAVEL e 2 MINIMUM LENGTH
= ~ OF 2K 4
=g S 2'X 4'WEIR
wre wesn S LT T WRE MESH
/2" OPENINGS 20 4 wEIR L= = oy s spacer

CURB INLET FPROTECTION WITH 2'X4"WOODEN WEIR

SANDBAG OR

ALTERNAT E
WEIGHT

THE END OF THE APRON

FILTER FABRIC LINING DEPTH OF F

MUST EXTEND AT LEAST
IS GREATER)

MINIMUM DEPTH OF RIP-RAP MAXIMUM

LOW DOWNSTREAM NORMAL

DEPTH OR DISCHARGE DEPTH WHICHEVER

6" FROM EDGE OF RIP-RAP

MND BE EMBEDDED AT \F/LTE/? FABRIC

LEAST 4"AT SIDES OF LINING

THE RIP-RAP NOTE: FILTER CLOTH SHALL BE
SECTION A-A GEOTEXTILE CLASS C

*SEE CITY OF LINCOLN
DRAINAGE CRITERIA MANUAL
FOR DETERMINING SIZE

OF RIPRAP
ROCK OUTLET PROTECTION 11

SEDIMENT AND EROSION CONTROL
INLET AND OUTLET PROTECTION
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